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HANDHOLE

COVER 10 mm

10 mm BOLT WITH \

HEX HEAD & WASHER,
100 mm LONG ————

BAR 38 mm X 10 mm X 152 mm TAP &
THREAD FOR 10 mm BOLT.

SEE TABLE™ l

WELD ELECTRICAL
GROUNDING LUG INSIDE
POLE OPPOSITE HAND-
HOLE. SEE "GROUNDING
LUG DETAIL"

16 mm X 50 mm
LONG STOPPER
BAR WELD TO TUBE

SECTION 'O HANDHOLE DETAILS

HANDHOLE NOTES

HANDHOLES SHALL BE LOCATED IN ONE COLUMNS OF THE SIGN BRIDGE STRUCTURE IF
ELECTRICALLY OPERATED DEVICES ARE INSTALLED ON/IN THE STRUCTURE. COLUMNS
WITH HANDHOLES SHALL BE NEAR THE ELECTRICAL SERVICE. THE CONTRACTOR SHALL
VERIFY THE LOCATION OF THE ELECTRICAL SERVICE ENTRANCE WITH THE DISTRICT
TRAFFIC SECTION PRIOR TO FABRICATION OF THE SIGN BRIDGE COLUMNS AND MEMBERS.

CONDUIT (AS REQ'D.) SHALL BE LOCATED, PLACED AND SIZED AS SHOWN ON THE
ELECTRICAL DETAIL PLAN SHEETS.

* UPRIGHT DIAM. HANDHOLE PIPE

0.D. X MIN, THK,

UP TO AND INCLD.
406.4 mm X 9.5 mm 141.3mm X 12.7mm

GREATER THAN 406.4 mm
X 9.5 mm TO AND INCLD.
610.0 mm X 14.3 mm

168.3 mm X 14.3mm

FACTORY WELDED
HOOK TO POLE

€ HANDHOLE
"' HOOK — ] <

\WALL QPPOSITE HANDHOLE

TYPICAL "J" HOOK LOCATION
THE

"J" HOOK SHALL BE FACTORY WELDED TO THE INSIDE OF ALL COLUMNS CONTAINING ELECTRICAL
WIRING., THE "J" HOOK SHALL BE ATTACHED ABOVE THE CENTERLINE OF THE UPPER HANDHOLE AND

MOUNTED DIRECTLY OPPOSITE THE HANDHOLE AS SHOWN IN THE DRAWING.

HEX HEAD BOLT
M6 X 100 X 25 mm

N

EQUIPMENT
GROUNDING
CONDUCTORS
FLAT WASHER

NEMA APPROVED FEED
THROUGH TYPE MECHANICAL
CONNECTOR (LUG)

AL/CU - U.L. LISTED

\ LOCKWASHER
\\\47 NUT
q
N FACTORY WELDED
BRACKET TO POLE

GROUNDING LUG DETAIL

NUT, BOLT AND WASHERS SHALL
BE STAINLESS STEEL

HANDHOLE DETAILS
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